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Instruction for performing 
 

a Software-Update 

 
VITA Vacumat 6000 M / MP + Zyrcomat 6000 MS 

mit vPad comfort / clinical / excellence 
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Software Update 
VITA Vacumat 6000 M / MP + Zyrcomat 6000 MS 

mit vPad comfort / clinical / excellence 
 
 
 
Dear VITA Vacumat 6000 M / MP + Zyrcomat 6000 MS – User, 
 
herewith we would like to inform you about the new software update for your 
VITA Vacumat 6000 M / MP + Zyrcomat 6000 MS and would ask you to install 
it according the below manual to the furnace: 
 
 

1. Download of software update from VITA Webside and saving at USB-stick 
 

2. Establishing a backup of your own users and programs 
 

3.  Installation of software-update 
 

4. Check and correct furnace data and settings  
 

5. Re-Installation of your own users and programs 
 

6. Registration at VITA Update-Messenger 
 
 
 
Requirements for download and installation: 
 
a) Internetconnection 
b) 1 pcs. USB-stick (empty – should not contain any other files) 
 
 
 
Please do not hesitate to contact us if you have any problem or question 
under 
 
  Phone: 0049 77 61 / 562 – 101, -105 oder -106 
  Fax:  0049 77 61 / 562 – 102 
  Email:  instruments-service@vita-zahnfabrik.com 
 
 
With kind regards, 
 
VITA Zahnfabrik 
H. Rauter GmbH & Co. KG 
Furnace Department 
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1. Download of software update from VITA Webside and saving at USB-stick 

Step Input by user Function 

 
1 

 
Enter www.vita-zahnfabrik.com 
to the Internet-Explorer 
 
 

 

 
 

 
2 

 
Select „Documents & Media“ 
+ „Download center“ 

 

 
 

 
3 

 
Select „Product information“ 
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Step Input by user Function 

 
4 

 
Select „Software Updates“ 

 

 

 
 
 

 
5 

 
Select required Updates 

 

 
 

 
6 

 
Select „Save“ 
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Step Input by user Function 

 
7 

 
Select drive of USB-stick, 
than „Save“ 

 

 

 
8 

 
Select “open file” 

 

 

 
9 

 
Doppelclick to file 

 

 
 

 
10 

 
Doppelclick to file 
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Step Input by user Function 

 
11 

 
Press button „Start“  

 

 
 

 
12 

 
Press button „OK“ 

 

 
 

 
13 

 
USB-Stick will contain the following files 

 

 
 

 
14 

 
Remove USB-Stick from computer 
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2. Establishing a backup of your own users and programs 

Step Input by user Function of furnace 

 
1 

 
Switch furnace on at main switch 

 
Lift drive into the lower position 

 
2 

 
Plug-in empty USB-stick at the vPad 

 
Display shows: 
 

 

 
 
3 

 
 
Press                      
 

 
 
Display shows: 

 
 

 
 
4 

 
 
Press button                        
 

 
Display shows: 

 
 

 
5 

 
Select user, which should be exported 
 

 
User will be marked 
 
Display shows: 
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Step Input by user Function of furnace 

 
 
6 

 
 
Press button                            
 

 
 
Display shows: 

 
 

 
 
7 

 
 
Press button  

 
 
User will be saved at USB-Stick 
 
Display shows: 

 
 
 

 
 
8 

 
 
Press button  

 
 
Display shows: 
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3. Installation of Software-Update 

Step Input by user Function of furnace 

 

IMPORTANT REMARK: 
Lift must be in lowest position + 

no programm (incl. Standby) active 
 

 
1 

 
Plug-in USB-stick with Software-Update at vPad  
 

 
Display shows: 
 

 

 
 
2 

 
 
Press button  
 

 
Display shows: 

 
 

 
 
3 

 
 
Press button  

 
 
Display shows: 

 
 
After finishing the update the display shows: 
 

 
 

 
 
4 

 
 
Press button  
 

 
Display shows: 
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IMPORTANT REMARK: 
Do not remove USB-stick during the installation and 

do not touch any other buttons!!! 
 

The installation will be finished until the start screen will be shown again: 

                            
 

 
Information: 
 
 
 
Should there be shown the message  „No new update found“ after pressing the button                 the first time 

 

than confirm this message with button                     and press button                  once again. 

 

 
 
Update in Multi-Furnace-Operation 
 
To perfom a software update in the Multi-Furnace-Operation the devices must be individually upgraded, 
i.e. the switch box must be removed and the vPad must be plugged sequentially to each device and then 
the update must be carried out in accordance with this instruction. 
 

-------------------------------------- 
 
In order to obtain the desired display order of the furnaces at the vPad the furnaces must be switched on 
after the software update at the main switch accordingly. 
 
Example: one Vacumat 6000 M and one Vacumat 6000 MP should be operated through the Switchbox 
with a vPad comfort. The Vacumat 6000 M should be displayed as "No 1" and the Vacumat 6000 MPas 
"No 2" at the vPad comfort. In this case you have to start switching on the Vacumat 6000 M at the main 
switch. Afterwards please wait till the start menu will be shown at the vPad. Now you can switch on the 
Vacumat 6000 MP, which should be displayed as "No 2" at the main switch. This furnace will now 
automatically added and displayed on the desired position in the start menu. 
 

-------------------------------------- 
 
Please note that after the installation of the new software the furnace data and furnace settings within the 
service-mode has do be checked and corrected on each furnace. Therefore please see the next step of this 
manual. 
 
 

 
 
 
 

 

 

 

ATTENTION: 
The actual temperature within the firing 
chamber as well as the programed standby- 
temperature must be shown! 
 
Should there be shown a value of  „0°C“ 
than the installation of the software update has 
not been finished! 
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4. Check and correct furnace data and settings 

Step Input by user Function of furnace 

 
 
1 

 
 
Press button  

 
 
Display shows: 

 
 

 
 
2 

 
 
Press button  

 
 
Display shows: 

 
 

 
3 

 
Please re-check the Revision-No.´s , 
i.e. if the software has been installed correctly. 
 
Even the display is not showing the latest (new) 
version, than the update must be repeated! 
 
 

 
--- 
 

 
 
4 

 
 
Press button  
 
 

 
 
Display shows: 

 
 

 
Information: 
 
During the installation of the new software the serialnumber of the Vacumat 6000 M / MP and the 
vPad have been deleted and must be entered manually again. 
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Step Input be user Function of furnace 

 
 
5 

 
 
Press button  

 
 
Display shows: 

 
 

 
 
6 

 
 
Press button  

 
 
Display shows: 

 
 
 
 
Firing chamber will be closed (lift drives into upper 
position) and pump will start. After finishing the 
vacuum adjustment the lift will drive into the lower 
position again. 
 
 
 
Display shows: 

 
 

 
 
7 

 
 
Execution of temperature adjustment 
 
Press button             within the field (window) 
 
„Temperature adjust (factory default)“ and  
select the value 
 
minus 30°C for Vacumat 6000 M + MP 
 
minus 20°C for Zyrcomat 6000 MS 
 
 

 
 
Display shows: 
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Step Input by user Function of furnace 

 
8 

 
Activate (press into) field „Furnace Serial No.“  

 
Display shows: 

 
 

 
9 

 
Input Furnace Serial Number: 
 
The serial number of the furnace can be found at 
the name plate at the backside of the furnace  
 

 
--- 

 
 

10 

 
 
Press button                     in order to confirm 

 
Display shows: 

 
 

 
11 

 
Activate (press into) field „„vPad Serial No. 

 
Display shows: 

 
 

 
12 

 
Input of vPad Serial Number: 
 
The serial number of the vPad can be found at 
the name plate at the backside of the furnace  
 

 
--- 

 
 

13 

 
 
Press button                     in order to confirm  

 
Display shows: 

 
 



27.05.2013/39-mt                         VITA Zahnfabrik – H. Rauter GmbH & Co. KG – 79713 Bad Säckingen                                   14 / 22 

Step Input by user Function of furnace 

 
 

14 

 
 
Finish and save the new settings 
by pressing button   
 

 
 
Display shows: 

 
 

 
 

15 

 
 
Press button           
 

 
 
Display shows: 

 
 

 
 

16 

 
 
Press button           
 

 
 
Display shows: 

 
 

 
17 

 
Press into the center of following 5 crosses 
( hold pressed for 5 sec ) 
 
The central cross has to pressed twice! 
 
 
 
Finish and save the new settings 
by pressing button   
 

 
Display shows: 
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5. Re-Installation of your own users and programs 

Step Input by user Function of furnace 

 
1 

 
Plug-in USB-stick with in advance saved users 
and programs to the vPad  
 

 
Display shows: 

 
 

 
 
2 

 
 
Press button  

 
 
Display shows: 

 
 

 
 
3 

 
 
Press button 

 
 
Display shows: 

 
 

 
4 

 
Select user, which should be imported  

 
User will be marked 
 

 
 
5 

 
 
Press button  

 
 
Display shows: 
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Step Input by user Function of furnace 

 
 
6 

 
 
Press button  

 
 
Display shows: 

 
 

 
 
7 

 
 
Press button  

 
 
Display shows: 
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6. Registration at VITA Update-Messenger 

Step Input by user Function 

 
1 

 
Call up www.vita-zahnfabrik.com 
within the Internet-Explorer 
 

 

 
 

 
2 

 
Select „My VITA“ + „Login anfordern“ 
+ „Request login“ 
 

 

 
 

 
3 
 

 
Accept „Data Protection Regulations“ 
 

 

 
 

Step Input by user Function 
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4 
 

 
Press button 
 

 

 
 

 
5 
 

 
Enter your personal data 
 

 

 
 

 
6 
 

 
Press button 
 

 

 
 

 
7 
 

 
Enter your email-address, password (2x) 
+ correspondence language 
 

 

 
 

Step Input by user Function 
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8 
 

 
Press button 
 

 

 
 

 
9 
 

 
Enter your post-address 
 

 

 
 

 
10 

 

 
Press button 
 

 

 
 

 
11 

 

 
Enter further company details 

 

 
 

Step Input by user Function 
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12 

 

 
Press button 
 

 

 
 

 
13 

 

 
Enter further company details 

 

 
 

 
14 

 

 
Press button 
 

 

 
 

 
15 

 

 
Select required access 
 

 

 
 

Step Input by user Function 
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16 

 

 
Press button 
 

 

 
 

 
17 

 

 
Select newsletter subscriptions 
 

 

 
 

 
18 

 

 
Press button 
 

 

 
 

 
19 

 

 
Press button 
 

 

 
 

Step Input by user Function 
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20 

 

 
Receipt of email 
 

 

 
 

 
21 

 

 
Confirm registration 
(click on link) 
 

 

 
 

 
22 

 

 
Internet-Explorer will be opened 
and following message is shown under 
www.vita-zahnfabrik.com 
 
 

 

 
 

 
23 

 

 
Receipt of confirmation-email 
 

 

 
 

 
 
 

The confirmation was successful 


