
VITA vPad excellence with 10.1“ display + VITA SWITCHBOX + 
furnaces
(for all years)

Use upper port
(from 05/2017)
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To operate the

VITA VACUMAT® 6000 M VITA VACUMAT® 6000 MP VITA ZYRCOMAT® 6000 MS

with two or more

Multiple furnance control
With two or more furnaces of models VITA VACUMAT 6000 M, VITA VACUMAT 6000 MP and VITA ZYRCOMAT 6000 MS via a 
VITA SWITCHBOX (prod. no. D47009 / multiple furnace control) an injector cable (prod. no. D63100) is required.

To start, proceed as follows:

VITA vPad excellence

DVPADEXV1
from serial number 2820170051

(from 05/2017)

Use upper port
(until 04/2017)

1. Injector
2. Connecting cable (vPad excellence - Injector)
3. Connecting cable (Injector - SWITCHBOX)
4. Connecting cable (SWITCHBOX - furnace)
5.Adapter

1/6 = on-switch / off-switch only for
 the vPad, furnace is switched 
 on/off via the main switch

New vPad/connecting cable
(blue point + ring)

Injector/connecting cable
(yellow point + ring)

VITA Zahnfabrik H. Rauter GmbH & Co. KG · Spitalgasse 3 · D-79713 Bad Säckingen · Germany · Tel. +49 (0) 7761/562-111 · Fax +49 (0) 7761/562-102 · www.vita-zahnfabrik.com

10
54

4_
4E

 –
 1

11
8 

(?
) ?

 V
er

si
on

 (0
1)

10544_4E_brenngeräte.indd   1 10.12.2018   11:57:10


